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DBMix is a passive 3 channel attenuator/summing mixer for CV and audio signals. It also 
features a stereo out with panning for each channel.
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Controls.


1. INPUTS.

Connect the signals to be attenuated here (CV or audio).


2. CHANNEL A CONTROLS.

These controls set the ‘LEVEL’ and ‘PAN’ for the signal at IN A (1). ‘PAN’ is dependant upon the 
output switch/settings (6).


3. CHANNEL B CONTROLS.

These controls set the ‘LEVEL’ and ‘PAN’ for the signal at IN B (1). ‘PAN’ is dependant upon the 
output switch/settings (6).


4. CHANNEL C CONTROLS.

These controls set the ‘LEVEL’ and ‘PAN’ for the signal at IN C (1). ‘PAN’ is dependant upon how 
the output for C is connected (5).


5. OUTPUTS A-C.

These 3 outputs are mono outputs for each individual channel. If they are disconnected the 
routing of the signal is dependant upon the output switch/settings (6). 


6. OUTPUT ROUTING/STEREO OUT.

The two switches here normal outputs A and B to either mono out C or the stereo output. 

E.g:-

If the switch below OUT A is in the up position and OUT A is disconnected the signal is sent to 
C.

If the switch below OUT A is in the down position and OUT A is disconnected the signal is sent 
to the STEREO OUT via PAN A.

If OUT A is connected the switch has no affect.


OUT C is normalled to the STEREO OUT via the PAN C pot when OUT C is disconnected.
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